D10S-1

D20S-5

D21S-5

Bucket capacity

0.25 m?(0.33 cu.yd)

0.4 m*(0.5 cu.yd)

0.4 m?(0.5 cu.yd)

Flywheel horsepower

21 HP/2100 RPM

39 HP/2450 RPM

39 HP/2450 RPM

Operating weight

1940 kg (4,280 Ib)

3770 kg (8,310 Ib)

3830 kg (8,440 Ib)

Transmission

Direct Drive

Direct Drive

Hydroshift

Breakout force

1490 kg (3,280 Ib)

3570 kg (7,870 Ib)

3570 kg (7,870 Ib)

Tipping load (without counterweight)

1285 kg (2,830 Ib)

2170 kg (4,780 Ib)

2230 kg (4,920 Ib)

Ground contact area

7330 cm? (1,136 sq.in)

10110 cm? (1567 sq.in)

10110 cm? (1567 sq.in)

No. of track rollers (each side)

4

5

5

Track shoe widths

250 mm (9.8"') double

300 mm (11.8") triple
OPT: 340 mm (13.4"')

300 mm (11.8") triple
OPT: 340 mm (13.4")

semidouble semidouble
A Length of track on ground 1465 mm (57.7"') 1685 mm (66.3") 1685 mm (66.3")
Track gauge 1060 mm (41.7") 1310 mm (51.6") 1310 mm (51.6"')

Ground pressure

0.26 kg/cm?(3.70 PSI)

0.37 kg/cm? (5.26 PSI)

0.38 kg/cm? (5.40 PSI)

Steering system

Hand-operated

Foot-operated,
interconnected steering
clutches and brakes

Foot-operated,
interconnected steering
clutches and brakes

Suspension

Rigid type

Rigid type

Rigid type

B Overall height (ground to top of exhaust pipe)

1980 mm ( 78.0")

2140 mm (84.3")

2140 mm (84.3")

C Overall length
(With bucket)

2900 mm (114.2")

3560 mm (140.2")

3560 mm (140.2")

D Dumping reach (at 45° discharge angle)

600 mm ( 23.6")

735 mm ( 28.9")

735 mm ( 28.9")

E Dumping clearance (at 45° discharge angle)

1750 mm ( 68.9")

2130 mm ( 83.9")

2130 mm ( 83.9")

F Height to hinge pin (fully raised)

2140 mm ( 84.3")

2585 mm (101.8"")

2585 mm (101.8")

Bucket width

1580 mm ( 62.2")

1655 mm ( 65.2")

1655 mm ( 65.2")

D10S Travel speed D20S
Forward 1st 2.4 km/h (1.5 MPH) Forward
2nd 4.6 km/h (2.9 MPH)
Reverse 1st 4.0 km/h (2.5 MPH)
Reverse

Travel speed

st 2.8 km/h (1.7 MPH)

2nd 4.0 km/h (2.5 MPH)
3rd 7.4 km/h (4.6 MPH)
1st 4.5 km/h (2.8 MPH)
2nd 6.5 km/h (4.0 MPH)

D21S Travel speed

Forward 1st 2.6 km/h (1.6 MPH)
2nd 4.4 km/h (2.7 MPH)

Reverse  1st 3.2 km/h (2.0 MPH)
2nd 5.4 km/h (3.4 MPH)



D53S
Forward 1st
2nd
3rd
Reverse 1st
2nd
3rd
D458
Forward 1st
2nd
3rd
Reverse  1st
2nd
3rd

-, D31§ﬂ16

L ST

D46$ 1

= Ly o

. D50S16

. D535-16

0.8 m* (1.0 cu. yd)

1.2m? (16cuyd)

14m (18cuyd)

1.4 m? (1.8 cu.yd)

6'3 HF’/2350 RPM
6750 kg (14,880 Ib)

H\/droshxﬁ

6400 kg (14,1101b)
4150 kg { 9,150 |b)
124 Or(m (1 927475(1 m)

3

w 330 mm (13.07) triple

OPT: 400 mm (15.7")

1880 mm (74 O )

90 HP/2400 RPM

110 HP/1900 RPM

110 HP/1900 RPM

10940 kg (24,120 Ib)

TORQFLOW

8720 kg {19,220 Ib)
7120 kg (15,700 Ib)

N

12905 kg (28,450 Ib)*

e sl B JBRLSA N
|

Dareq Drlve
14,800 kg (32,630 b)
[ 8,290 kg (18,280 Ib)

_TORQFLOW. i
10500 kg (23,150 Ib)

13055 kg (28,780 ib)

8320 kg (18,340 Ib)

16480 cm? (2,554 sq.in).

17600 cm? (2,728 sq.in)

17600 cm? (2,730 sq.ln)

2060 mm (81.1")

400 mm (15.7") triple

| 5

5

400 mm (15.7") triple

|
|
|
|
I
|
|

400 mm (15.7") triple

2200 mm (86 6 )

2200 mm (86.6")

1450 mm (57 1

0.54 kg/em* (7.68 PSI)
Foot operated,
interconnected steering
clutches and brakes

Rigid type

5500 mm (102,071

4155 mm (163.6")

810 mm ( 31.9")

2545 mm (100.2")

3110 mm (122.4")

1905 mm( 750 )

1540 mrpr(VBO.G ‘)

1600 mm (63.0"")

1600 mm (63.0")

0.66 kg/cm* (9.39 PSI)

Foot operated, inter-
connected steering clutches
and brakes

0.73 kg/cm?(10.38 PSI)
Fool-bpera&éd, T
interconnected steering
clutches and brakes

QOscillation type,
equah/er bar

12750 mm (108. 3 Vg

4910 mm (193.3")

1030 mm ( 40.6")

Oscillation type,

equalizer bar |

0.74 kg/cm? (10.52 PSI)
| Foot-operated,
interconnected steering
clutches and brakes

Oscillation type,
equalizer bar

2840 mm (1 14.81%)

5240 mm (206.3")

2840 mm (111.8")

5240 mm (206.3"")

1055 mm ( 41.5")

2600 mm (102.4")

3285 mm (129.3")

’9115mm( 833 )

s s e e

2780 mm (109.4"")

1055 mm ( 41.5")

2780 mm (109.4")

3540 mm (139.4")

3540 mm (139.4")

=Ia0) mm( 839 )

2130 mm ( 83. 9)

i Performanu of a stdndard engine eqmpped vvnh fan air cleaner alternator vvater Durnp Iubrlcatlng oil pump and fuel
pump, under SAE standard ambient temperature (85°F, 29.4°C) and barometric conditions (29.38"" Hg, 745 mm Hag.)

D31S

Forward 1st
2nd
3rd
1st
2nd
Sl

Reverse

Travel speed D50S

2 km/h (1.4 MPHI

2

3.9 km/h (2.4 MPH)
6.5 km/h
2
4
7,

(4.0 MPH)
.4 km/h (1.5 MPH)

.3 km/h (2.7 MPH) Reverse

7.1 km/h (4.4 MPH)

Forward

Travel speed

0— 3.0 km/h (0—1.9 MPH)
0— 5.4 km/h (0—3.4 MPH)
0~ 8.8 km/h (0—5.5 MPH)
0— 3.6 km/h (0—2.2 MPH)
0— 6.5 km/h (0—4.0 MPH)
0-10.4 km/h (0—6.5 MPH)

Travel speed

0— 3.2 km/h (0—2.0 MPH)
0— 5.3 km/h (0--3.3 MPH}
0— 8.2 km/h (0--5.1 MPH)
0— 3.8 km/h (0—2.4 MPH)
0-— 6.4 km/h {0—4.0 MPH)
0~ 9.9 km/h (0-6.2 MPH)

Travel speed

1st 2.6 km/h (1.6 MPH)
2nd 3.7 km/h (2.3 MPH)
3rd 5.4 km/h (3.4 MPH)
4th 9.1 km/h (5.7 MPH)
1st 3.5 km/h (2.2 MPH)
2nd 5.5 km/h (3.4 MPH)
3rd 7.9 km/h (4.9 MPH)



D57S-1

D60S-6

D65S-6

Bucket capacity

1.6 m? (2.1 cu.yd)

1.8 r‘nr3 (2.4 cu.yd)

1.8 m?(2.4 cu.yd)

Flywheel horsepower

135 HP/1900 RPM

140 HP/1600 RPM

160 HP/1850 RPM

Operating weight

14630 kg (32,260 Ib)

17650 kg (38,910 Ib)

17950 kg (39,570 Ib)

Transmission

TORQFLOW

Direct Drive

TORQFLOW

Breakout force

11800 kg (26,010 Ib)

16530 kg (34,240 Ib)

15530 kg (34,240 Ib)

Tipping load (without counterweight)

9420 kg (20,770 Ib)

10800 kg (23,810 Ib)

11300 kg (24,910 Ib)

Ground contact area

19400 cm? (3,007 sg.in)

24200 cm? (3,751 sq.in)

24200 cm? (3,751 sq.in)

No. of track rollers

6

6

6

Track shoe widths

400 mm (15.7") triple

460 mm (181.1") triple
OPT: 460 mm (18.1")
semidouble, 510 mm
(20.2"") semidouble,
510 mm (20.1"")

triple

460 mm (18.17) triple 5_*11"”‘7
OPT: 510 mm (20.1")

A Length of track on ground

2425 mm ( 95.5")

2635 mm {103.7")

2635 mm (103.7")

Track gauge

1700 mm ( 66.9")

1880 mm ( 74.0")

1880 mm ( 74.0")

Ground pressure

0.76 kg/ecm? (10.81 PSI)

0.73 kg/cm?*{10.38 PSI)

Steering system

Foot operated,
interconnected steering
clutches and brakes

Foot operated,
interconnected steering
clutches and brakes

0.74 kg/cm?*(10.53 PSI)

Foot operated

Suspension

Oscillation type,
equalizer bar

Oscillation type,
equalizer bar

Oscillation type,
equalizer bar

B Overall height (ground to top of exhaust pipe)

2925 mm (1156.2")

2990 mm (117.7"')

2990 mm (117.7")

C Overall length
(With bucket)

5470 mm (215.4")

5790 mm (228.0")

5790 mm (228.0")

D Dumping reach (at 45° discharge angle)

1190 mm ( 46.9")

1270 mm ( 50.0")

1270 mm ( 50.0")

E Dumping clearance (at 45° discharge angle)

2890 mm (113.8")

2730 mm (107.5")

2730 mm (107.5")

F Height to hinge pin (fully raised)

3660 mm (144.1")

3545 mm (139.6")

3545 mm (139.6")

Bucket width

2290 mm ( 90.2")

2497 mm ( 98.3")

2497 mm ( 98.3")

P



D75S-3

D95S-1

D155S8-1

2.2m? (2.9 cu.yd)

3.2 m*{4.2 cu.yd)

4.5 m?(5.9 cu.yd)

200 HP/2000 RPM

240 HP/1850 RPM

350 HP/2000 RPM

20790 kg (45,830 Ib)

29300 kg (64,590 Ib)

41800 kg (92,150 Ib)

TORQFLOW

TORQFLOW

TORQFLOW

16880 kg (37,210 Ib)

21500 kg (47,400 Ib)

27180 kg (59,920 Ib)

14000 kg (30,860 Ib)

20200 kg (44,530 Ib)

28200 kg (62,170 Ib)

25160 cm? (3,900 sqg.in)

31110 cm? (4,822 sq.in)

40540 cm? (6,284 sq.in)

7

7

8

w 460 mm (18.1") triple
OPT: 540 mm (21.3")

510 mm (20.1") triple
OPT: 560 mm (22.0")

560 mm (22.1") triple
OPT: 610 mm (24.0")

2735 mm (107.7")

3050 mm (120.1")

3620 mm (142.5")

1950 mm (76.8")

2250 mm ( 88.6")

2380 mm ( 93.7")

0.82 kg/cm*(11.66 SPI)

0.94 kg/cm?(13.37 PSI)

1.03 kg/cm? (14.65 PSI)

Foot operated,
interconnected steering
clutches and brakes

Foot operated,
interconnected steering
clutches and brakes

Foot operated,
interconnected steering
clutches and brakes

Oscillation type,
equalizer bar

Oscillation type,
equalizer bar

Oscillation type,
equalizer bar

3225 mm (127.0")

3840 mm (151.2")

3875 mm (152.6")

6065 mm (238.8")

6170 mm (242.9")

7730 mm (304.3")

1280 mm ( 50.4")

1310 mm ( 51.6")

1555 mm ( 61.2")

3200 mm (126.0")

3245 mm (127.8")

3695 mm (145.5")

4055 mm (159.6"")

4245 mm (167.1")

4800 mm (189.0")

2500 mm ( 98.4")

2940 mm (115.7")

3150 mm (124.0")

Note: Breakout force and tipping load of the long lift-arm are lower than those of STD machine.

D57S
Forward

Reverse

D60S
Forward

Reverse

D65S
Forward

Reserve

D758
Forward

Reverse

D95S
Forward

Reverse

D155S
Forward

Reverse

1st
2nd
3rd
Ist
2nd
3rd

1st

2nd
3rd
4th
5th
1st

2nd
3rd
4th

Tst
2nd
3rd
1st
2nd
3rd

1st
2nd
3rd
1st
2nd
3rd

1st
2nd
3rd
st
2nd
3rd

1st
2nd
3rd
1st
2nd
3rd

Travel speed

0— 3.1 km/h (0—1.9 MPH)
0— 5.7 km/h (0—3.5 MPH)
0— 9.5 km/h (0—5.9 MPH)
0— 3.8 km/h (0—-2.4 MPH)
0— 6.9 km/h (0—4.3 MPH)
0—11.5 km/h (0—7.1 MPH)

Travel speed
2.5 km/h (1.6 MPH)
4.0 km/h (2.5 MPH)
5.9 km/h (3.7 MPH)
8.5 km/h (5.3 MPH)
11.1 km/h (6.9 MPH)
3.2 km/h (2.0 MPH)
5.1 km/h (3.2 MPH)
7.7 km/h (4.8 MPH)
11.1 km/h (6.9 MPH)

Travel speed
0— 3.4 km/h (0—2.1 MPH)
0— 6.1 km/h (0—3.8 MPH)
0— 9.8 km/h (0—6.1 MPH)
0— 4.5 km/h (0—2.8 MPH)
0— 7.8 km/h (0—4.8 MPH)
0—12.2 km/h (0—7.6 MPH)

Travel speed
0— 3.3 km/h (0—2.0 MPH)
0— 5.8 km/h (0—3.6 MPH)
0— 9.6 km/h (0—6.0 MPH)
0— 4.3 km/h (0—2.7 MPH)
0— 7.5 km/h (0—4.7 MPH)
0-12.1 km/h (0—7.5 MPH)

Travel speed
0— 3.3 km/h (0—2.1 MPH)
0— 6.1 km/h (0—3.8 MPH)
0—10.2 km/h (0—6.3 MPH)
0— 3.9 km/h (0—2.4 MPH)
0— 7.1 km/h (0—4.4 MPH)
0—11.6 km/h (0—7.2 MPH)

Travel speed
0— 3.2km/h (0—2.0 MPH)
0— 5.9 km/h (0—3.7 MPH)
0-10.2 km/h {0—6.3 MPH)
0— 3.9 km/h (0—2.4 MPH)
0— 7.1 km/h (0—4.4 MPH)
0-12.1 km/h (0—7.5 MPH)



SWAMP
DOZER SHOVELS

0.4 m? (0.5 cu. yd)

0.4m?* (0.5 cu. yd)

0.8 m* (1.0 cu.yd)

39 HP/2450 RPM

39 HP/2450 RPM

63 HP/2350 RPM

4080 kg (8,990 Ib)

4140 kg (9,130 Ib)

7100 kg (15,650 Ib)

Direct Drive

Hydroshift

Hydroshift

4060 kg (8,950 Ib)

4060 kg (8,950 Ib)

6800 kg (14,990 Ib)

2340 kg (5,160 Ib)

2480 kg (5,470 Ib)

4490 kg { 9,900 Ib)

17185 cm? (2,664 sq.in)

17185 cm? (2,664 sg.in)

22560 cm? (3,497 sq.in) J

3

6

5

510 mm ( 20.1"") swamp

510 mm ( 20.1"") swamp

600 mm (23.6") swamp

1685 mm (66.3")

1685 mm (66.3")

1880 mm ( 74.07)

1490 mm (58.7"")

1490 mm (58_7)

1650 mm ( 65.0") B

0.24 kg/em? (3.41 PSI)

0.24 kg/em? (3.41 PSY)

0.31 kg/em?® (4.41 PSI)

Foot-operated,
interconnected
steering clutches and brakes

Foot-operated,
interconnected
steering ciutches and brakes

Foot-operated,
interconnected
steering clutches and brakes

Rigid type

Rigid type

Rigid type

2185 mm ( 86.0")

2185 mm ( 86.0")

2620 mm (103.1")

3445 mm (135.6")

3445 mm (135.6")

4050 mm (159.4")

660 mm { 26.0"")

660 mm ( 26.0")

750 mm ( 29.5")

2235 mm ( 88.07)

2235 mm ( 88.0")

2645 mm (104.1") ‘

2650 mm (104.3")

2650 mm (104.3")

3175 mm (125.0")

2020 mm ( 79.5")

2020 mm ( 79.5")

2300 mm ( 90.6")

)

D20Q Travel speed D31Q Travel speed
Forward 1st 2.8 km/h (1.7 MPH) Forward 1st 2.2 km/h (1.4 MPH)
2nd 4.0 km/h (2.5 MPH) 2nd 3.9 km/h (2.4 MPH)
3rd 7.4 km/h (4.6 MPH) 3rd 6.5 km/h (4.0 MPH)
Reverse 1st 4.5 km/h (2.8 MPH) Reverse 1st 2.4 km/h 21.5 MPH)
D] - 5 2nd 4.3 km/h (2.7 MPH)
2nd 5 km/h (4.0 MPH
B SRR el SRS ard 7.1 km/h (4.4 MPH)
D21Q Travel speed
Forward 1st 2.6 km/h (1.6 MPH)
2nd 4.4 km/h (2.7 MPH)
Reverse 1st 3.2 h (2.0 MPH)
2nd 5.4 km/h (3.4 MPH)




ATTACHMENTS FOR DOZER SHOVELS

LARGE BUCKET

With capacity larger than that
of standard bucket, it dozes,
carries and loads large volume
of sand, coke and other mate-
rials of light specific gravity.

1.7 m* 1.9m* 22m
(2.2 cuyd) | (2.6 cuyd) | (2.9 cu.yd) | (3.3 cu.yd)
2130 mm | 2290 mm | 2495 mm | 2500 mm
( 83.9") ( 90.2") ( 98.2") ( 98.4")
2716mm | 2825mm | 2660mm | 3160 mm
(106.9") (111.2*) (104.7) (124.4"")
1105 mm 1255 mm 1220 mm 1320 mm
( 435") ( 49.4") { 48.0") ( 52.0")

ROCK BUCKET

For digging and loading rocks.
Strengthened with reinforced
plates.

1.4 m* 1.6 m* 1.8m* 22m’ 32m?* 45m?
(1.8 cuyd) | (2.1 cu.yd) | (2.4 cuyd) | (29cu.yd) |(4.2cuyd) | (5.9 cuyd)
2130mm | 2290 mm | 2495 mm | 2500 mm | 2850 mm | 3150 mm

( 83.9”) { 90.2") ( 98.2") { 98.4") (112.2") (124.0")
2780 mm | 2890 mm | 2730 mm | 3200 mm | 3245 mm | 3695 mm
(109.4") (113.8") (107.5") {126.0") (127.8") (145.5")
1085 mm [ 1190mm | 1270 mm | 1280mm | 1310 mm | 1655 mm
( 41.5") ( 46.9") ( 50.0”) ( 50.4") ( 51.6”) ( 61.2)

SKELETON BUCKET

For scooping large boulders
and rocks, as well as gravel
from river banks.

3.2m?
(4.2 eu.yd)
2840 mm
(115.7")
B 8
Available for the D578 and D75S upan request.

SIDE-DUMP BUCKET

In addition to regular for-
ward dumping, it permits side
dumping without the need to
maneuver the machine accord-
ingly, thus shortening cycle

|8

2.0m*(2.6 cu.yd)

time for high ;::udut':tivitv. '(IA 1.4 m*(1.8 cu.yd) 1.6 m?(2.1 cu) 1.3m*(1.7 cu.vd
g;;je“"'“ Hegnetiniso avelin 2320 mm ( 91.3") | 2395 mm ( 94.3") | 2774 mm (109.2") | 2900 mm (114.2")
2616 mm (103.0”) | 2735 mm (107.7") | 2745 mm (108.1") | 3095 mm (121.9)
45° 45" 45° 45°
3676 mm (144.7") | 3805 mm (149.8") | 3430 mm (136.0") | 4025 mm (158.5")
a2 42 a0° 45°
1200 mm ( 47.2°)| 1340 mm [ 52.8") | 1256 mm ( 49.4”) | 1385 mm ( 54.5")
45° as° 45° 45°
440 mm ( 17.3") | 400 mm ( 16.7”) | 495mm( 19.5”) | 510 mm ( 20.1")
My 42° 42" 40° 45°
& F
g
THREE-WAY BUCKET

For performing forward, right-
and left-side dumping.

1.2m*(1.6cuyd) | 1L.Am*(18cuyd) | 1,6m? (2.1 cuyd)
2360 mm ( 92.9") | 2500 mm ( 98.4") | 2500 mm ( 98.47)

2435 mm { 95.9") | 2590 mm (102,0") | 2710 mm (106.7")
45° 45° 45°
3440 mm (135.4") | 3730 mm (146.9") | 3840 mm (151.2"")
42° 40°

1190 mm ( 46:9") | 1230 mm ( 48.4") | 1370 mm ( 59.3)
45 45°
356 mm ( 14.0") | 450mm ( 17.7) | 400 mm( 15.7")
| a0° 42 40°




ATTACHMENTS FOR DOZER SHOVELS

MULTI-PURPOSE BUCKET

A bucket/blade combination D50S D60S
usable as aI bu?qk(ﬁt'f bladlel, BaIS D4s5s D53S BRI D65S ek D95S
scraper or clamsnel or all- 3
> . ] r 0.8m 1.2m? 1.4m3 1.6 m? 1.8m? 2.2m? 25m?
d loading, t | strip-
ol Rl Bucket capacity | (15 ¢y yd)| (167 cu.yd)| (1.8 cu.yd) | (2.09 cu.yd)| (2.35 cu.yd)| (2.9 cu.yd) | (3.3 cuyd)
cleaning. Bucket width 1940 mm  [2120mm | 2135mm | 2295 mm [ 2497 mm | 2500 mm | 2940 mm
(76.3") (L s (84.1") (190.4") (98.3") (98.4") (115.7")
Dumping clearance | 5785 mm (2925 mm 3090 mm | 3230 mm | 3085 mm | 3560 mm | 3575 mm
- angle 9 (109.6") (115.2") (121.7") (127.2") (120.3") (140.2") (140.7")
B Seen Bottom dumpind 13050 mm  [3200mm | 3500 mm | 3595 mm | 3440 mm | 3980 mm | 4200 mm
3 discharge angle (120.1") (126.0") (137.8") (LA R ) (135.4") (156.7") (165.7")
Dumplnairgseh 535mm | 626mm | 730mm | 810mm | 910mm | 900 mm | 845mm
. . angle 9 (21.17) (24.6") ( 28.7") ( 31.97) ( 35.8") ( 35.4") (i)
e Bottom dumPing | 735 mm | 840mm | 985mm [1065mm | 1210mm | 1195mm | 1275 mm
3 : - . discharge angle (28.9") ((eizh ) ( 38.8") (41.97) ( 47.6") ( 47.0") ([ 13101 2)
: e Bucket capacity of 1.1 m*® (1.4 cu.yd) is also available for the D50S.
=y \
N\
\\\
el
LOG CLAMP
Ideal for handling loaded skids
and pallets. Two strong safety D60S
arms securely hold in place D31S D65S D75S

various types of materials,
such as pipes, rails, poles, logs
and wire bundles.

Weight

590 kg (1,300 Ib)

1250 kg (2,760 Ib)

1685 kg (3,710 Ib)

Dumping clearance
at 45° (front)

2070 mm ( 81.5")

2420 mm ( 95.3")

2765 mm (108.9"")

Dumping reach
at 45°

1375 mm ( 54.1"")

1660 mm ( 65.4")

1765 mm ( 69.5")

Lumber clamping
capacity in diam.

580 mm (22.8")~

2000 mm ( 78.7")

810 mm (31.9"”)~
1600 mm ( 63.0"")

950 mm (37.4")~
2655 mm (104.5")

SCORIA DISPOSAL BUCKET

Bucket is heavily reinforced
for special heat-resistance and
durability in handling high-
temperature slag.

por D95S
f 1.8 m? 2.7 m?
el G EeliRy (2.4 cu.yd) | (35 cu.yd)
Dumping clearance 2730 mm (| 3305 mm
at 45° discharge angle | (107.5"") (130.1")
Dumping reach at 1270 mm 1250 mm
45° discharge angle ( 50.0") ( 49.2")

Available for the D57S and D75S upon request.

SNOWPLOW

For removing snow from roads
and jobsites.

D31S *D50S *D53S *D60S *D65S
Weight 680 kg (1,500 Ib) 1500 kg (3,310 Ib) 2750 kg (6,060 Ib)
Plow width x | 2500 mm (98.4"") x | 3000 mm (118.1"") x | 3840 mm (151.2") x
height 1450 mm (57.1"") 1660 mm ( 65.0) 1895 mm ( 74.6")
Tip angle 38° 38° 38°
Snow clearing | 2350 mm (92.5") x | 2800 mm (110.2"") x | 3580 mm (140.9") x
width x height | 770 mm (30.3") 900 mm ( 35.4") 1000 mm ( 39.4")

(* Suspension bar type)

Available also for the D57S upon request.




>

MULTI-SHANK RIPPER

Steel tips of shanks heat-
treated for extra rigidity and D31S D45S ggg D57S gggg D75S D95S
durability. Machine weight
and hydraulic force combine Weight 410 kg 900 kg | 1460 kg 1460 kg 1860 kg 1860 kg 2940 kg
:)?J“?r']‘;ef(;r'gger great digging/ 9 ( 900 Ib) | (1,980 Ib) | (3,220 Ib) | (3,220 Ib) (4,100 Ib) | (4,100 Ib) | (6,480 Ib)
7T ] Beanllenath 1509 mm | 1665 mm | 17565 mm 1755 mm 2075 mm 2075 mm 2164 mm
= 9 (59.4") (61.6") (69.1") (69.1") (81.7”) (81.7") (85.2")
Soahd \ %% No. of shanks 3 3 3 3 3 3 3
N . 300 mm | 460 mm | 560 mm 530 mm | 620 mm 610 mm 675 mm
A , Max. diggingdepth | (11751 [ (181") | (22.0”) (20.9") (24.4") (240) | (266"
e A Adjustable | Adjustable | Adjustable | Adjustable | Adjustable
% Digging angle 1 stage to 2 stages | to 2 stages | to 2 stages | to 2 stages | to 2 stages

ANGLE BLADE

Strengthened double-steel
plated blade for straightdoz-
ing, angledozing and ditch- D20S D318 Dp31Q D45S i D578 paos D758
digging operations. OB T DesS
Weight 410 kg 760 kg 860 kg 1150 kg 1460 kg 1570 kg 2160 kg 2070 kg
(900 Ib) (1,680 1b) | (1,900 1b) | (2,5401b) | (3,2201b) | (3,4601b) | (4,760 Ib) | (4,560 Ib)

2410 mm 2850 mm 3140 mm 3150 mm 3350 mm 3720 mm 3970 mm 3970 mm
Blade length x | (94.9") x (112.2) x | (123.6") x | (124.0") x | (131.9") x | (146.5") x | (166.3") x | (156.3") x

height 550 mm 685 mm 685 mm 745 mm 845 mm 870 mm 1050 mm 1020 mm
(27 ) (So7Aa ) ( 27.0") ( 29.3") (8331 ( 34.3") ( 41.3") ( 40.2")
1o Max. lift 870 mm | 1070 mm | 1085 mm | 1150 mm | 1120mm | 1240 mm | 1206 mm | 1100 mm
above ground | (34.3") ( 42.1") ([ FAR ) (| Fils i) ( 44.0") ( 48.8") ( 47.4") ( 43.3")
Max. tilt 250 mm 250 mm 300 mm 460 mm 250 mm 400 mm 400 mm 350 mm
adjustment (9.8") ( 9.8") (11.87) (18.1") ( 9.87) (15.7") Wik ) (13.8")
BACKHOE
For ditching, excavati d D20S D21S D3 D
loading. Indispensab\;z flgrgp?;e- D10s-2 D20Q D21Q D3:(s) D45s Dggg
and other conduit-laying opera- 3 3m? 02m? 0.2 m? 0.2 m?
tions. . 0.06 m 0.13m 2m 2m 2m
% Bucket capacity | (508 cu.yd) | (0.17 cu.yd) (0.26 cu.yd) | (0.26 cu.yd) | (0.26 cu.yd)
y \ Weight 7 600 kg 1080 kg 1500 kg 1500 kg 1550 kg
“{\ ; 9 (1,320 Ib) (2,380 Ib) (3,310 Ib) (3,310 Ib) (3,420 Ib)
| [f
I \ e . 450 mm 645 mm 630 mm 630 mm 630 mm
p \ ‘ Digging width | (77 7 ( 25.4") ( 24.87) ( 24.8") ( 24.8")
‘ Max. loading 1765 mm S: 2600 mm (102.4") | 2890 mm 2900 mm 2885 mm
height ( 69.5") Q: 2665 mm (104.9") | (113.8") (114.2") (113.6")
N 3675 mm S: 4370 mm (172.0"") | 4950 mm 4950 mm 4950 mm
\E . (144.7") Q: 4360 mm (171.7") | (194.9") (194.9") (194.9")
=T Angle of swing o o E s =
(each side) 83 92.5 95 95 95

Available also for the D57S upon request.

TOWING WINCH D20S D31S D60S
D218 D300 D45S D50S D538 D57S DesS*
For pulling, lifting and lower- Weight 340 kg 510 kg 780 kg 810 kg 790 kg 790 kg 1280 kg
ing materials of medium and (750 Ib) (1,120 Ib) (1,720 Ib) (1,790 Ib) (1,740 Ib) (1,740 Ib) (2,820 Ib)
heavy weight. Automatically Bare drum 165 mm 180 mm 210 mm 230 mm 210mm 210 mm 255 mm
TR AL e e (6 diam. (6.5") (7.17) (8.3") (9.1 (8.3") (8.3") (10")
other cables Cable: 14 mm (0.557) x | 16 mm (0.6”) x | 18 mm (0.7") x | 22.4 mm (0.9"') x | 20 mm (0.8”) x | 20 mm (0.8") x | 26 mm (1.0") x
: diam. x length | 40 m (131 ft) 40m (131 ) | 50 m (164 f1) 66 m (213 f1) 50 m (164 ft) | 50 m (164 f1} | 65 m (213 ft)
23600 kg
Line pull 5400 kg 8500 kg 13600 kg 17900 kg 16200 kg 16200 kg (52,030 Ib)
(bare drum) | (11,900 Ib) (18,740 Ib) (29,980 Ib) (39,460 1b) (35,710 Ib) (35,710 Ib) 23300 kg*
(51,370 Ib)
T 23 m/min
el Line speed 33 m/min 33 m/min 30 m/min 28 m/min 31 m/min 31 m/min (75 fpm)
(.?,Vz—ﬁ (bare drum) | (108 fpm) (108 fpm) (108 fpm) (92 fpm) (102 fpm) (102 fpm) '26 m/ml)n"
Ne— 85 fpm!
7\
\ Type wet wet wet dry wet wet wet

Other attachments, such as dumping fork,
front pull hook, counterweight, canopy,
steel cab, cab guard, etc, are also available.




RADIO-CONTROLLED
DOZER SHOVELS

| 1.8 m?(2.4 cu.yd)

160 HP/1850 RPM

18940 kg (41,760 Ib)

_TORQFLOW/F3 ~R3

460 mm (18.1")

| 2635 mm (103.7")

1880 mm { 74.07)

| 0.78 kg/em? (11.09 PSI)

Interconnected steering
clutches and brakes

‘ Oscillatio‘n“ ty‘/pé,

equalizer bar

| 2030 mm (119

: 2730 mm i1075

3545 mm (139.6'

2497 mm ( 9837) | 250

e

'
Ml

Wi

(* Or in-seat manual control. Other dozer shovel models of TORQFLOW

i

or Hydroshift can be converted into the radio-controlled dozer shovels.)




DE20S

DE65S

Bucket capacity

0.4 m3 (0.5 cu.yd)

1.8 m3 (2.4 cu.yd)

Rated output

22 KW (30 HP)/
60 Hz (1800 RPM)

110 KW (150 HP)/
60 Hz (1785 RPM)

Operating weight

3770 kg (8,310 Ib)

17960 kg (39,590 Ib)

Electric motor

3-phase, squirrel-cage,
induction

3-phase, squirrel cage,
induction

Transmission/travel speeds

Direct Drive/F3-R2

TORQF LOW/F2-R2

Ground contact area

10050 cm? (1557 sq.in)

25200 cm? (3906 sq.in)

No. of track rollers (each side)

B

6

Track shoe widths

300 mm (11.8")

460 mm (18.1")

AlLength of track on ground

1675 mm (65.9")

2635 mm (103.7"')

Track gauge

1190 mm (46.9")

1880 mm (74.0")

Ground pressure

0.38 kg/cm? (5.41 PSI)

0.74 kg/cm?2 (10.53 PSI)

Steering system

Hand operated,
interconnected steering
clutches and brakes

Hand operated,
interconnected steering
clutches and brakes

Oscillation type,

(at 45° discharge angle)

Suspension Rigid type equalizer bar
B Overall height (ground to top of bell crank) 1660 mm (65.4"") 2445 mm (96.3"')
C Overall length (with bucket) 3680 mm (144,9") 5905 mm (232.5")
D Dumping reach (at 45° discharge angle) 715 mm (28.1") 1270 mm (45.0")
E Dumping clearance 310 mm (12.2") 400 mm (156.7")

F Height to hinge pin (fully raised)

2535 mm (99.8")

3545 mm (139.6"')

Bucket width

1540 mm (60.6"")

2497 mm (98.3")




