Bl
an Astec Industries Co.

Hydraulic Shear - Eagle 2

General Specifications Units SH25R SH180R SH310R SH410R SH550R SH700R SH900R
B R
Working Pressure Range psi 2,900-3,626 3,626-4,351 4,641-5,076 4,641-5,076 4,641-5,076 4,641-5,076 4,641-5,076 4,641-5,076
bar 200-250 250-300 320-350 320-350 320-350 320-350 320-350 320-350
il Flow Required gpm 16-26 24-32 40-53 53-66 66-79 72-99 132-158 158-185
Ipm 60-100 90-120 150-200 200-250 250-300 275-375 500-600 600-700
Open Time second 1,80 1,99 2,56 4,27 4,96 5,34 4,82 6,33
Close Time second 2,40 2,78 1,87 2,51 3,97 4,27 2,80 3,19
Cycles/min at Maximum Oil Flow cycle 14,3 12,6 15158 8,8 6,7 6,2 79 6,3
Cylinder Output ton 38 53 109 145 200 247 299 397
Cutting Force (Primary Blade Center) ton 66 88 198 286 413 478 552 707
|maximum opening (a) in 7.7 9.4 175 22.2 26.4 29.9 32.7 38.0
mm 195 240 445 565 670 760 830 965
N I I - I O A I
IHeight () in 53.1 74.8 106.3 129.9 145.7 155.5 169.3 181.1
mm 1350 1900 2700 3300 3700 3950 4 300 4 600
Cutting Table Rod mm 40 50 55 70 90 100 120 150
Tube mm 114x4 - - - - - - -
IPE mm 120x55 - 270 300 450 500 600 900
HEA mm - 100 120 200 320 360 400 600
HEB mm - - - 450 - - - -
Plate mm 6 8 12 18 20 22 25 35
L profile mm 100x10 120x10 120x12 = 200x24 220x24 240x24 =
Rail mm - - = 36 = = = =
Recommended Carrier Weight - 2nd member fon 2-4 4-6 14-18 20-28 28-39 39-45 45-60 60-80
Recommended Carrier Weight - 3rd member ton 46 6-9 18-27 28-39 39-50 51-65 70-90 91-110

All dimensions and specifications are approximate and subject to change without notice.
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