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CRANE AND COMPONENT WEIGHTS LIFTING HEIGHT CURVE LIFTING CAPACITY TABLES

5 Total
--- 50

Unit: kg Unit: kg

Main boom (m) Main boom (m)

11.65 11.65 206 i ‘ 1 Outrigger fully extended, over rear and sides Outrigger half extended, over rear and sides
350 T4 i 46 15.5 20.3 25.4 30.2 35 15.5 203 25.4 30.2 35
"8 ~ 66° 44 3.0 25000 23000 3.0 25000 23000
01° 8o | 10 3.5 25000 23000 20000 3.5 25000 23000 20000
She 40 4.0 23000 21000 20000 4.0 22500 21000 20000
g Hook Detailed Description 35.0m_ 5 28 4.5 21000 19000 18500 15000 4.5 20000 19000 18500 15000
_ Weight K S L5l | e 5.0 19000 18000 17500 14400 5.0 16900 17500 17500 14400
el Loed 1 U 5.5 17400 17000 16500 13500 5.5 14100 14700 15000 13500
standard 02— L] P 6.0 16000 16000 15200 12700 10600 6.0 11900 12500 12800 12500 10600
3 — 1 80 standard — 0 — 6.5 14500 14500 14100 12000 10200 6.5 10200 10800 11100 11200 10200
E 254m—_ 5o 28 E 7.0 13200 13200 13000 11300 9700 7.0 8900 9500 9800 9900 9700
5 % r 7.5 12000 12000 12000 10700 9300 8000 7.5 7800 8300 8600 8700 8900 8000
2 5 o4 '%0 8.0 11000 11000 11000 10200 8800 7600 8.0 6900 7400 7700 7800 8000 7600
2 03m— 9 20 -DCD 9.0 9600 9700 9300 8000 7000 9.0 6000 6300 6400 6500 6600
== Working Speed g 20 < 10.0 8500 8600 8500 7300 6500 10.0 4900 5200 5300 5400 5500
_“ 8 15.5m— 54 18 & 11.0 7600 7800 7800 6700 6000 11.0 4000 4300 4400 4500 4600
% 12.0 6500 6700 6900 6200 5600 12.0 3300 3600 3700 3800 3900
12R22.5/ 11.00R20 90 42 9/R1 107m—_ 14 13.0 5800 6000 5800 5100 13.0 3100 3200 3300 3400
E 14.0 5100 5300 5300 4700 14.0 2600 2700 2800 2900
10 15.0 4500 4600 4700 4300 15.0 2200 2300 2400 2500
9 16.0 4000 4100 4200 4000 16.0 1800 1900 2000 2100
6 18.0 3300 3400 3400 18.0 1400 1500 1600
0 22.0 2200 2300 22.0 800 900
=0 24, 1800 1900 24, 600 700
120m/min @ 17mm/160m H000Ks 46 8 1012 14 16 18 20 22 24 26 28 30 32 34 36 o 1600 . 500
l]ml 120m/min ®17mm/95m 4000Kg 28.0 1300 Reeving 8 6 5 4 3 3
Working radius (m) 30.0 1000 Hook 25t
360 0~2.7r/min Reeving 8 6 5 4 3 3
Hook 25t

l\ 25s / 28s
.4’ 64s / 60s
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LIFTING CAPACITY TABLES

Main boom
angle (°)

80
78
76
74
72
70
68
66
64
62
60
58
56
54
52
50
45
40
35
Reeving
Hook

Unit: kg

Main boom +jib
Outrigger fully extended

ZTC250H

0°

over rearand sides

3000
3000
3000
3000
2800
2600
2400
2200
2100
2000
1900
1800
1650
1500
1350
1200
900
700
550

15°
overrearand sides
2800
2600
2400
2300
2200
2100
2000
1900
1800
1700
1600
1550
1500
1450
1300
1150
850
650
500
1
3t

30°
over rear and sides
2000
2000
2000
1900
1800
1700
1650
1600
1550
1500
1450
1400
1350
1300
1250
1100
800
600
450

TECHNICAL SPECIFICATIONS

g Crane Superstructure

Main boom
Jib
Slewing gear

Hoisting gear

Hydraulic system

Electrical system
Operator's cab

Safety devices

Counterweight

g Crane Carrier

Chassis frame

Outrigger

Engine
Transmission
Axles
Suspension
Steering
Brake

Tires

Driver's cab

4 section U-shaped main boom can telescope via ropes and sheaves, main boom length: 10.7-35m
One section jib 8m, offset 0°, 15°,30°.

Slewing gear with hydraulic fixed displacement motor, planetary reducer and slewing bearing. Free slewing
function and cushion valve enables smooth slewing operation.

Main winch and auxiliary winch can either operate separately, or work simultaneously. Both winches use
various displacement motors. Wire rope diameter ®17mm.

Hydraulic proportional control system with better mirco-position movement and compound movements.
Two out of four gear pumps supply hydraulic oil for hoisting gears, derricking gear and telescoping gear.
One gear pump for chassis hydraulic system, selwing gear and AC. One separate gear pump is for pilot
control circus. Hydraulic tank 500 liters.

DC 24V, with batteries, starter, lamps, limit switches, overload alarm, etc.

New cab with spacious room and man-machine friendly layout offers a comfortable operating
experience. AC and heater.

LMI, limit switch, relief valve, emergency stop button etc.

Total 5T counterweight.

Made by ZOOMLION with high-tensile steel plate.

1 stage H-type outriggers, NX software simulate design with upgrade performance, outrigger
spread 6.2m(W) * 5.4m(L). 5th outrigger.

WEICHAI WP7.270E31 diesel engine, max. output power 199kw/2100r/min, max. torque 1160 N.m
/1200-1600 r/min. Fuel tank 250 liters.

FAST 9 forward shifts and 1 reverse shift transmission.

Front steering axle, rear 2 axles are driving tandem axles, which can bear 13t load.

Front axle leaf spring suspension, rear axle rubber suspension system with v thrust rod and balanced beam.

hydraulic assist steering pump and steering mechanism enables easy and confortable operation.
Service brake, parking brake, engine auxiliary brake, dual circuit, ABS .
Tire size: 12R22.5/11.00R20.

Modern and luxury driver's cab with man-machine friendly layout offers a comfortable operating
experience. AC and heater.

MAIN TECHNICAL PARAMETERS

Working
performance

Working
speeds

Driving

Mass

Dimension

ltem

Max. rated lifting capacity

Max. load moment of basic boom

Max. load moment of Max. length main boom

Max. lifting height of basic boom

Max. lifting height of main boom

Max. lifting height of jib

Max. hoist rope speed (Main winch)
Max. hoist rope speed (Auxiliary winch)
Boom derricking up time

Boom telescoping out time

Slewing speed

Max. operation altitude

Max. driving speed

Max. gradeability

Min. turning diameter

Min. ground clearance

Oil consumption per hundred kilometer
Deadweight in driving condition
Complete vehicle kerb mass

Front axle load

Rear axle load

Overall dimensions (LxWxH)

Longitudinal distance between outriggers
Transversal distance between outriggers

Tail slewing radius
Main boom length
Main boom angle
Jib length

Offset

Value
kg 25000
kN.m 960
kN.m 672
m 1.4
m 354
m 43.0
m/min 120
m/min 120
s 25
s 64
r/min 0-27
m 2000
km/h 90
% 42
m <20
mm 260
L 28
kg 29600
kg 29470
kg 6300
kg 23300
mm 13100x2500%3450
m 5.40
m For completely extended outrigger: 6.2 m

for intermediately extended outrigger: 4.25 m

mm 3265
m 10.7 - 35.0
° -1-80
m 8
° 0,15, 30

Remarks

These parameters do not include
deflection of boom and jib.

At 4" layer
At 4" layer
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